


How does it work?

In a BlueComfort Classic system an A/C system and a water heater are integrated into one system. The BlueComfort Classic unit is

equipped with a second heat exchanger which is connected to a diesel fired water heater. In cooling mode, the water heater is off and

only the A/C circuit is running. In heating mode, the water heater is running, heating up the heat exchanger and thus the air passing

through. In the “reheat“ mode, the air is first cooled down and then heated up again, thus being dehumidified.

Heating mode: Cooling mode:

Return
air in

Warm air out

The heater is activated,
the compressor is off,
only the blower is
running

Evaporator 
coil

The heater is not activated,
only the A/C unit runs

Water/glycol

Heat exchanger Cool air out

Technical Specifications:

Model WBCC16

Performance (BTU/h) / (kW) 16,000 / 4.7

Voltage (V) 

Frequency (Hz) 

230 
50-60 

Power consumption  

running / start* (A) for 230 V 5.5 / 12

Gewicht (kg) 35

L x B x H (mm) 540 x 483 x 330

Recommended heater 

Heat output (kW) 

Thermo Top E Comfort Classic 
4.2

*Starting surge of compressor for approximately 0.3 seconds
All dimensions +/- 10mm
Technical specifications are subject to change without prior notice.

Optional system upgrades:

The BlueComfort system can be extended by connecting  

additional BlueComfort Classic units or by integrating boilers

and air handlers.

Air handler Isotemp boiler

BlueComfort Classic
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www.webasto-marine.com
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Webasto AG
Global Comfort Solutions
P.O. Box 80
82132 Stockdorf
Germany


